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ARMINIUS CF/SCR

Wide-ranging
scope for combination:
One profile comprising

2 individual tools

3 different
abrasive qualities for

3 different performance
requirements
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ARMINIUS CF/SCR double combination sanding tools
• As a single profile tool CF or

SCR for profile angles up to 90°
• Or as a double combined tool 

set comprising CF and SCR for
profile angles up to 180°
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Double combination sanding tools
CF-single Inside Ø (mm) = 71 95 118 158
Useful height Physical height (mm)     Number of segments per tool: 7

13 mm 36/58,5 36/58,5 36/58,5 36/58,5
28 mm 58,5 58,5 58,5 58,5
43 mm 58,5 58,5 58,5 58,5
58 mm 72 72 72 72
73 mm 87 87 87 87
Width per sanding segment 
from D>100mm 34 34 34 34
CF-SCR (CF and SCR in double row tool version)
Workpiece thickness (mm)
SCR: R=1 to SCR: R=10
Useful height Useful height Physical height (mm)     Number of segments per tool: 7

14 mm 23 mm 58,5 58,5 58,5 58,5
29 mm 38 mm 58,5/72 58,5/72 58,5/72 58,5/72
44 mm 53 mm 78/87 78/87 78/87 78/87
59 mm 68 mm 93/102 93/102 93/102 93/102
74 mm 83 mm 108/117 108/117 108/117 108/117

• Extremely simple abrasive fitting:
One ring simply has to be
exchanged per CF and SCR disc

Sand profiles  
• without restrictions in terms of

dimensions or the degree of 
profile complexity

• with rotating tools available 
in practically any commonly
occurring diameter, bore and 
or changeover shank system.

Tooling systems 
• in versions for automatic 

machines in throughfeed or
cyclical operation

• production applications 
involving high piece numbers
and throughfeed lengths 

• for minimal batch sizes and or
only occasional use.

• for manually operated machines

3 x 3 qualities for 
3 x 3 performance requirements

For fitting with individual segments
capable of working with three 
different basic systems: 
- B1: with fully profiled basic profile

rubber
- B2: with Unibase basic profile 

rubber
- B3: without basic profile rubber
For fitting with 3 abrasive qualities:
- A1: Opticover  
- A2: Softblend  
- A3: Easyblend 
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