B E R L E S.A MAQUINA AUTOMATICA PARA

desde 1957

TALADRAR E INSERTAR LA CLAVIJA

CARACTERISTICAS TECNICAS

- 2 GRUPOS DE TALADRADO VERTICAL SUPERIOR PARA ORIFICIOS DEL TIRADOR
- 2 GRUPOS DE TALADRADO VERTICAL INFERIOR PARA ORIFICIOS PASANTES

- 2 GRUPOS DE TALADRADO LATERAL PARA LOS ORIFICIOS DE LA CLAVIJA

- 2 GRUPOS DE ENCOLADO E INSERTADO DE LA CLAVIJA

- 13 EJES CONTROLADOS POR CONTROL NUMERICO (C.N.C.)
- ALIMENTACION AUTOMATICA CON CARGADOR

- REENVIO DE LAS PIEZAS AL OPERARIO AUTOMATICO

- APILACION AUTOMATICA CON CARGADOR

- PANTALLA TACTIL

- LARGURA MINIMA DE LA PIEZA 115mm.

- ANCHURA MINIMA DE LA PIEZA 50mm.

- LARGURA MAXIMA DE LA PIEZA 1500mm.

- ANCHURA MAXIMA DE LA PIEZA 550mm.

- GROSOR MAXIMO 30mm.
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B E R L E S A AUTOMATIC MACHINERY TO

e DRILL AND INSERT THE SPIKE
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TECHNICAL CHARACTERICTICS

- 2 GROUPS OF UPPER VERTICAL DRILLING TO MAKE HOLES OF KNOB
- 2 GROUPS OF LOWER VERTICAL DRILLING FOR LATERAL HOLES
- 2 GROUPS OF LATERAL DRILLING TO MAKE HOLES OF SPIKES
-2 GROUPS TO STICK AND INSERT THE SPIKES
- 13 AXIS CONTROLED BY C.N.C.
- AUTOMATIC FEEDING WITH INLET CHARGER
- AUTOMATIC SENDING BACK OF PIECES TO WORKER
- AUTOMATIC PILING UP THROUGH OUTLET CHARGER
- TACTILE SCREEN
- MINIMUM LEGTH OF PIECE 115mm..
- MINIMUM WIDTH OF PIECE 50mm.
- - MAXIMUM LEGTH OF PIECE 1500mm.
- MAXIMUM WIDTH OF PIECE 550mm.
- MAXIMUM THICKNESS 30mm.
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