BISAGRADORA
SEMIAUTOMATICA

R-4

HINGING-MACHINE
SEMI-AUTOMATIC

BISAGRA / HINGE

\@ som '

COLGADOR / HANGER

"~ CLOK / CLOK

- ﬂ CABEZAL DE 7 BROCAS CON POSICIONADOR
HEAD WiTH 7 DRILLBIT-HOLDERS

DETALLE CABEZAL 6 PORTABROCAS

BISAGRA

CABEZAL DE

TALADRO

b=

£l

BASE
RECTA

{

BASE AVION

&
&

o

HEAD WITH 6 DRILLBIT-HOLDERS

HINGE

HEAD TO
DRILL

o=

BASE
PLATE

S

m

&
&

Ij PLANE TYPE

BASE

CARACTERISTICAS TECNICAS

o CABEZAL INTERCAMBIABLE 6 PORTABROCAS.
 ENGANCHE RAPIDO DE BROCA.

o MOTOR EJE VERTICAL DE 1,1 Kw./3.000 R.P.M.

e MOTOR EJE HORIZONTAL DE 0,36 Kw./3.000 R.P.M. (Opcional).
» PRESION DE SERVICIO 6 Kg. /en.

» CONSUMO DE AIRE POR CICLO 3 L.

o MESA DE TRABAJO 1.000x385 (oiras medidas).

¢ GRUPO DE FILTRAJE.

* PISONES SUJETA TABLERO.

¢ REGULADOR DE AVANCE EJE VERTICAL Y HORIZONTAL.
« GRUPO HORIZONTAL DE 1 PORTABROCAS (Opcional).

e PEDAL DE MARCHA DEL GRUPO VERTICAL.

* PEDAL DE MARCHA DEL GRUPO HORIZONTAL (Opcional).

TECHNICAL SPECIFICATIONS

o INTERCHANGEABLE HEAD TO DRILL WITH 6 DRILLBIT-HOLDERS.
o RAPID CONNECTION BIT.

o 1,1 Kw./3,000 R.P.M. MOTOR WITH VERTICAL SHAFT,

e 0,36 Kw./3,000 R.P.M. MOTOR WITH HORIZONTAL SHAFT (Optional).
o AIR PRESSURE 6 Kg./cm?®.,

o AIR CONSUMPTION FOR CYCLE 3 L.

» WORK TABLE 1,000x385 (other dimensions available).
 FILTERING UNIT.

e BOARD HOLDING RAMS.

« ADVANCE REGULATOR WITH VERTICAL AND HORIZONTAL SHAFT,
o HORIZONTAL UNIT WITH 1 DRILLBIT-HOLDERS (Optional).

» VERTICAL SPEED PEDAL.

» HORIZONTAL SPEED PEDAL (Optional).




