
 

  

CROSSMASTER 
CROSSFEED SPLICING MACHINE 
 

BASIC MACHINE 
 

FZR-28 
 

 

FZR-34 
 

FZR-40 

 

Veneer specifications 
Veneer face length (grain direction) 
(incl. edge-strengthening / trimming) 
Veneer face width (cross grain) 
Veneer strip thickness 
--> up to 3,0 mm upon request 
Moisture content, approx.  
 

 

 
 500  -  2800 mm 
 900  -  2800 mm 
 50  -  600 mm 
 0,3  -  1,5 mm 
 1,5  -  3,0 mm 
 8  -  12% 

 

 
 500  -  3400 mm 
 900  -  3400 mm 
 50  -  600 mm 
 0,3  -  1,5 mm 
 1,5  -  3,0 mm 
 8  -  12% 

 

 
 500  -  4000 mm 
 900  -  4000 mm 
 50  -  600 mm 
 0,4  -  1,5 mm 
 1,5  -  3,0 mm 
 8  -  12% 

 

Power data 
Maximum nominal output / machine cycles 
Average production speed 
 
(Power data based on an average veneer face width 
of 100 mm, cross grain) 
 

 

 
 30 cycles/min. 
 17 - 20 cycles/min. 

 

 

 
 30 cycles/min. 
 17 - 20 cycles/min. 

 

 

 
 30 cycles/min. 
 17 - 20 cycles/min. 
 

 

Machine specifications 
Throughput speed 
Time switch clock for pre-heater 
Joint counter / Panel automatic clipper 
Oil capacity 
 
Oil cooler 
Connection data (Basic machine) 
Connection power 
Compressed air 
Power consumption 
Electric energy 
Compressed air 
 

 

 
 36 m/min. 
 24 h 
 
 180 l  hydraulic oil/ 
 33cST-50° C 
 
 
 25 kW 
 6 bar 
 
 11,5 kWh 
 70 NL/min. 

 

 
 36 m/min. 
 24 h 
 
 180 l  hydraulic oil/ 
 33cST-50° C 
 
 
 28,5 kW 
 6 bar 
 
 14 kWh 
 100 NL/min. 

 

 
 36 m/min. 
 24 h 
 
 180 l  hydraulic oil/ 
 33cST-50° C 
 
 
 34 kW 
 6 bar 
 
 17 kWh 
 140 NL/min. 

 

Dimensions and weight (Basic machine) 

Measurements 
Length 
Width 
Height 
Working table height 
Net weight, approx. 
 

 

 
 
 4445 mm 
 2150 mm 
 2130 mm 
 1150 mm (+50/-0 mm) 
 6300 kg 

 

 
 
 5045 mm 
 2150 mm 
 2130 mm 
 1150 mm (+50/-0 mm) 
 8000 kg 

 

 
 
 5645 mm 
 2150 mm 
 2130 mm 
 1150 mm (+50/-0 mm) 
 9500 kg 

 

Glue types PVAc or UREA based 
 

 

Colors Blue NCS-S4040-R70-B 

 Warm-grey (ligth) NCS-S2502-R 
 Warm-grey (dark) NCS-S7502-R 
 

 

Options (Additional price) 
 

• Intermediate conveyor 

• Edge strengthening self adhesive tape 6 mm wide or gluethread 

• Trimming unit 

• Stacker 

• Direct stacking device 

• Scissor lifting table 
 

 
The capacity figures are not binding and depend on local circumstances, as well as on thickness, width and length of veneer strips and glue types.  
Veneers with extreme waviness and tension should be avoided. 
 
"Technical data subject to change." 



 

  

ACCESSORIES  
CROSSMASTER  
 

 
 

FZR-28 
 

 

FZR-34 
 

FZR-40 
 

Intermediate conveyor Z.20 / Z.29 
Veneer face width (cross grain) 
Connection data 
Electric power  
Power consumption 
Electric energy 
Compressed air 
Compressed air consumption 
Net weight, approx. 
 

 

 
 max 2000 / 2900  mm 
  
 0,4 kW 
  
 ca. 0,2 kWh 
 6 bar 
 3 NL/min. 
  1000 kg 
 

 

 
 max 2000 / 2900  mm 
  
 0,4 kW 
 
 ca. 0,2 kWh 
 6 bar 
 3 NL/min. 
  1200 kg 
 

 

 
 max 2000 / 2900  mm 
  
 0,4 kW 
 
 ca. 0,2 kWh 
 6 bar 
 3 NL/min. 
  1500 kg 
 

 

Edge-strengthening device  
Paper RVP / Thread RVF 
Veneer face length (grain direction) 
Veneer face width (cross grain) 
Self adhesive tape width 
Self adhesive tape thickness  
Self adhesive tape roll 
 
 
Self adhesive tape running meter 
Gluethread recommended by Fisher + Rückle 
Connection data 
Drive 
Compressed air 
Compressed air consumption 
Net weight, approx - see BS 
 

 

 
 
 900 - 2800 mm 
 min. 300 mm 
 6 mm 
 0,16 mm (Typ CP-99) 

 Core ∅ 75 mm 

 Outside ∅ 325 mm 
 Width 65 mm 
 3200 m 
 Type 1220 
  
 of trimming unit 
 6 bar 
2 NL/min. per aggregate 
 
 

 

 
 
 900 - 3400 mm 
 min. 300 mm 
 6 mm 
 0,16 mm (Typ CP-99) 

 Core ∅ 75 mm 

 Outside ∅ 325 mm 
 Width 65 mm 
 3200 m 
 Type 1220 
  
 of trimming unit 
 6 bar 
2 NL/min. per aggregate 
  
 

 

 
 
 900 - 4000 mm 
 min. 300 mm 
 6 mm 
 0,16 mm (Typ CP-99) 

 Core ∅ 75 mm 

 Outside ∅ 325 mm 
 Width 65 mm 
 3200 m 
 Type 1220 
  
 of trimming unit 
 6 bar 
2 NL/min. per aggregate 
  
 

 

Trimming unit BS 
Veneer face length (grain direction) 
adjustable on both sides 
Veneer sheet width 
Cutting waste 
Cutting waste (additional price) 
Connection data 
Electric power 
Power comsumption 
Electric energy 
Compressed air 
Air consumption 
Net weight RVP/RVF + BS, approx. 
 

 

 
 900 - 2800 mm 
 0 - 950 mm 
 min. 300 mm 
 max. 150 mm 
 max. 300 mm 
 
 0,55 kW 
 
 ca. 0,2 kWh 
 6 bar 
 1 NL/min. 
 800 kg  

 

 
 900 - 3400 mm 
 0 - 1250 mm 
 min. 300 mm 
 max. 150 mm 
 max. 300 mm 
 
 0,55 kW 
 
 ca. 0,2 kWh 
 6 bar 
 1 NL/min. 
 1000 kg  

 

 
 900 - 4000 mm 
 0 - 1550 mm 
 min. 300 mm 
 max. 150 mm 
 max. 300 mm 
 
 0,55 kW 
 
 ca. 0,2 kWh 
 6 bar 
 1 NL/min. 
 1200 kg 

 

Stacking device A.20 / A.29 
Veneer sheet width (cross grain) 
Taking out of the stack 
Stacking height 
Connection data 
Electric power 
 
Power consumption 
Electri energy 
 
Net weight, approx. 
 

 

 
 300 - 2000/2900 mm 
 after 3 pages 
 max. 500 mm 
  
 Stacker 0,55 kW 
 Upper belt 0,25 kW 
 
 Stacker 0,2 kWh 
 Upper belt 0,1 kWh 
 1000 kg 

 

 
 300 - 2000/2900 mm 
 after 3 pages 
 max. 500 mm 
  
 Stacker 0,55 kW 
 Upper belt 0,25 kW 
 
 Stacker 0,2 kWh 
 Upper belt 0,1 kWh 
 1200 kg  

 

 
 300 - 2000/2900 mm 
 after 3 pages 
 max. 500 mm 
  
 Stacker 0,55 kW 
 Upper belt 0,25 kW 
 
 Stacker 0,2 kWh 
 Upper belt 0,1 kWh 
 1500 kg 

 

The capacity figures are not binding and depend on local circumstances, as well as on thickness, width and length of veneer strips.  
 
"Technical data subject to change." 
 



 

  

SCISSOR LIFTING TABLES 
CROSSMASTER 
 

 

CAPACITY 
 

 

1000 kg 
 

2000 kg 

 
Measurements 
Length 
Width 
Net weight, approx. 
 
Note  

 

 
 
 2500 mm 
 1200 mm 
 505   kg  
 
 without rollers on platform 

 
 
 3000 mm 
 2000 mm 
 900   kg 
 
 without rollers on platform 

 
The capacity figures are not binding and depend on local circumstances, as well as on thickness, width and length of veneer strips.  
 
"Technical data subject to change." 
 
 
 

 


