KORPUSPRESSE - IDEAL
CASE CLAMP - IDEAL
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Aufbau
der Korpuspresse

Die Korpuspresse besteht aus einem stabilen
Stahlrahmen, bei dem 2 Seiten absolut winkel-
gerecht zueinander stehen.

Diese Flachen sind plan bearbeitet und
dienen als starrer Anschlag fiir den Korpus.

Im Rahmen wird ein senkrechter und waag-
rechter Drucktisch gefiihrt, an deren einem
Ende jeweils ein elektrischer Antrieb montiert
ist. Diese Drucktische sind mittels Gewinde
verfahrbar. An den Drucktischen sind serien-
maBig 5 Druckelemente angebaut. Fir jede
Druckebene ist ein Verstellmechanismus fiir
die Druckeinstellung vorgesehen.

IDEAL

Bei dieser Presse wird die Verstellrichtung
der Drucktische durch das Bedienen des
Steuerschalters in der gewiinschten Richtung
durchgefiihrt. Wird diagonal geschaltet, be-
wegen sich gleichzeitig beide Drucktische.

Fahrt man die Presse auf Druck, schaltet
diese beim Erreichen des Druckes am Korpus
automatisch ab. Die PreBzeituhr lauft, und
nach Ablauf dieser 6ffnet die Presse auto-
matisch.

IDEAL
mit Programmsteuerung

Diese Presse wird mit 5(10)facher Pro-
grammsteuerung geliefert. Es kénnen je 5 (10)
FixmaBe horizontal und vertikal mittels End-
schalter eingestellt werden. An der Schalt-
tafel wird mittels Druckknopf die gewlinschte
Hohe und Lange vorgewahlt. Die leuchtenden
Druckknépfe signalisieren das gewiinschte
Programm. Ein kurzer Impuls am Steuer-
schalter geniigt und die Presse fahrt auto-
matisch auf das gewiinschte MaB auf oder zu.
Das Verpressen des Korpusses erfolgt durch
ein diagonales Schalten nach links unten am
Steuerschalter. Ist die Presse auf Druck, lauft
die PreBzeituhr. Nach Ablauf dieser 6ffnet sie
automatisch.

Construction of
Case Clamp IDEAL

The Case Clamp IDEAL consists of a stable
steel frame with two sides standing at a 90°
angle to each other. These areas are planed
and serve as a rigid stop for the case.

In the frame a vertical and a horizontal press-
table is guided. On each end an electric drive
is mounted. These press tables travel by
threated spindels. On the press table 5
pressure bars are attached on standard
models. For each press level there is a hand
wheel where the pressure can be adjusted.

CASE CLAMP IDEAL

By switching the control switch in the desired
direction, the press tables move the same
direction. Switched diagonally, both press
tables move at once. As soon as the press
reaches the desired pressure on the case,
the press turns off automatically and when
the press time is over, the press opens
automatically.

Case Clamp IDEAL
with program control

This press will be delivered with five (ten)
fold program control. Five (ten) fixed
dimensions can be adjusted horizontally and
vertically by setting limit switches. At the
switch board, length and height are pro-
grammed by push buttons. Signal lamps
indicate the desired program. A short impulse
with the control switch suffices and the Case
Clamp moves automatically to the programmed
size. By switching the control switch to the
lower left. Case Clamp presses the case. If
the press is clamping and the programmed
press time is over, the Case Clamp opens
automatically.

Techn. Daten Technical Data
NutzgréBe,LxH x B 2500 x 1400 x 700 mm Max. effective working size 98 x 55 x 27 inch
NutzgréBe min. 200x 250 x 700 mm Min. effective working size 8x10x 27 inch

PreBdruck max. Max. pressure
je PreBtisch 250Gsp per pressing table =D
3 AnschluBwert 2x1,1 kW Connected load 2x1,5HP
? . Platzbedarf, LxHxB 3850 x 2250 x 820 mm Space requirements 152 x89 x 32 inch
P I l l I ' I © Gewicht 1500 kg Weight approx. 3300 Ib
a b c d e
Léschen
Hat Sonderanlagen mit automatischer Be- Special plants with automatic feeding on

Meisterschalter
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requirement.

Note: Because of our policy of continually improving
HOFER products, technical data and specifications
contained herewith are not to be regarded as binding
but as a generally correct representation of our products.

schickung auf Anfrage.
MaB- und Konstruktionsanderungen vorbehalten.
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