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Cepovaci stroj pro vyrobu oken a dvefi

Tenonig machine for windows and door frames
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Spedidlnf program pro zakraceni
¢epl dovoluje ¢isté ofrézovani
kfidel

Special working program for tenon
shortage allows tear-free storm-
proofing of sashes

Cepovadi stroj pro vyrobce oken a dvefi s vietenem pro 3 nastroje

Tenoning machine for windows and doors with a shaft for tree tools.

Horizontalni frézovaci jednotka pro konce
kiidel posuvnych oken - pfisl. pro verzi E

Horizonatal milling unit for heritage sash
horn detail - E series optional

Pneumatické nastavovani - verze M

Pneumatic positioning — M series

Elektronické nastavovani - verze £

Electronic positioning - E series

Okenni program WinCreator vytvori

zakazku, kterd se zasle do stroje. U verze M
se nastavi délky dilct ru¢né, u verze £ je
nastaveni automatické v pracovnim cyklu.

The administration of working batch
begins on WinCreator and then is sent to
the machine. The length of pieces is set
on the M series manually and on the

E series automatically in working cycle.
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Nastroje pro TEMAC M
s pevnymi pracovnimi pozicemi

==

Nastroje pro TEMAC E
s programovatelnymi pozicemi

a rozdeélenym opracovavanim

Tenoning tools for TEMAC M
with fixed working positions

Tenoning tools for TEMAC E

with programmed positions and split working

TEMAC M

Cepovact hiidel pro 3 nastroje s pneumaticky polohavanim,
Protivystipavaci pfitlak pfi cepovani

Kapovaci pila a digitalnim ukazatelemn polohy

Motoricky ¢epovaci vozik s upinanim pro dva dilce

Pravitko s odméfovanim délky pro sikmé dilce do 45°

TEMACE

Elektronické fizeni celého stroje:
kapovaci pila, ¢epovaci hfidel, odmérovaci pravitko

TECHNICKA DATA:

= programator s 5,7" dotykovym monitorem

= kapovaci pila @ 400 mm, motor 3kw
(elektronické nastavovani — verze E)
pohanény cepovaci vozik

= pravitko pro sikmé dilce +/- 45°
(elektronické nastavovani — verze E)
¢epovaci jednotka L=330 mm, d=50 mm
motor 7,5 kW, 3000 ot/min,
pro nastroj max. @ 320 mm
3 pracovni pozice pro 3 nastroje — verze M
elektronické nastavovani 320 mm — verze E

Prislusenstvi:

s horizontalni vieteno 4 kW — verze E

TEMACM

Tenoning spindle for 3 tools with pneumatic positioning
Chip breaking device for tenoning

Cut off saw with mechanical readout

Powered tenoning carriage with clamping for two pieces
Tenoning fence for angled components up to 45°

TEMACE

NC control of the whole machine:
cut-off saw, tenoning spindle, tenoning fence

TECHNICAL DATA:

programmer with touch screen 5,7
cut-off saw @ 400 mm, motor HP 4
(electronic adjustment - E series)
powered tenoning carriage

= fence with inclination +/- 45°
(electronic adjustment — E series)
tenoning unit L=330 mm, d=50 mm,
motor HP 10, rpm 3000,
max tool diameter 320 mm
3 working positions for 3 tools - M series
electronic control 320 mm - E series

Optional:

=« horizontal milling unit HP 5 - E series

Technicke udaje a popis mohou byt zménény. Obrazky mohou obsahovat dodavané pfislusenstvi, které neni soucasti stroje.

Technical data and description is subject of alteration. Pictures might content the optional equipment that is not included in machine standard.
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