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Tornado Channel TKR 200..

Brief description
The Tornado Channel TKR 200.. is ideal for the compressed air driven pre-cleaning of panels with recesses 
or structured surfaces as they occur e.g. with kitchen fronts. Electrically driven, rotating Tornado nozzles 
effectively remove the particles from recesses by using compressed air. At the same time, the particles will 
be sucked away from the surfaces. A sophisticated air system will transport the particles reliably upwards 
towards the suction connections. We recommend to install electrical individual valves and a product  
recognition at the infeed of the channel to reduce compressed air consumption.

 Technical details
- U-shaped channel with angles and spacer rollers at the infeed and the outfeed
- Electrically driven, rotating Tornado nozzles pitched at 117.5 mm intervals
- One individual mechanical (electrical) valve per Tornado nozzle
- Incoming compressed air regulator with filter and switch-on valve
- 1 or 2 suction connections facing upwards

Values in mm

Pmax = A - 160 (max. panel width) 

A = nominal width

Pass line
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A

Pmax = A -160

TKR 200/VM/A
200
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Ordering example

The panel that needs to be cleaned has a max. width of 
Pmax = 800 mm.
Min. nominal width of the Tornado Channel is 
Amin = max + 160 mm = 960 mm.
The most suitable Tornado Channel has a nominal width of 
A = 1000 mm

Order code 2271-007 
describes Tornado Channel TKR 200/VM/1000.

* if compressed air pressure is at 6 bar and all Tornado nozzles are activated simultaneously 

Additional suction 
connection if 
A = 1500 mm or bigger

15.75
20.47
25.59 
27.55
33.46
35.43
39.37
43.31
47.24
51.18
55.11
59.05
64.96
66.92
68.89
74.80
78.74
82.67
86.61
90.55
98.42

106.30
108.2

110.23
114.17
118.11
125.98

0.150
0.200
0.250
0.250
0.300
0.350
0.400
0.450
0.450
0.500
0.550
0.600
0.650
0.700
0.700
0.750
0.800
0.850
0.900
0.950
1.000
1.100
1.150
1.150
1.200
1.250
1.300
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TKR 200/VM/A
200

Electrical  

Main valve                                        1 x 24 V DC; 1.5 W
Drive motor for Tornado nozzles 1 x 0.25 kW motor from SEW, IP 54, UL compatible 
 50 Hz; 220 - 240 V; 380 - 415 V; 0.66 A 
 60 Hz; 240 - 266 V; 415 - 480 V; 0.6 A
Magnetic valves 24 V DC / 0.5 A each

Pneumatics

Compressed air quality  Filtered (particle size < 40μm), oil free (residual oil < 1.5 mg/Nm³ at 24° C)
Compressed air connection 1 x 3/4" female thread; 6 bar
Compressed air consumption per Tornado nozzle 0.05 Nm³/min.
Compressed air consumption entire channel See table page 2
 To reduce air consumption, we recommend to install individual electrical valves.  
 They may be controlled individually by the overall control and activated only 
 if needed. 

Suction

Suction connection A < 1500 mm  | A ≥ 1500 mm
 1 x Ø 150 mm | 2 x Ø 150 mm
Suction capacity 1 x 26 Nm3/min | 2 x 26 Nm3/min

Vacuum Min. – 500 Pa
Flow velocity Min. 25 m/s

Acoustic emission

Max. acoustic emission 85 dB (A) if all Tornado nozzles are activated
 The acoustic emission depends on the number of activated nozzles, the surface  
 characteristics and the geometry of the panel that needs to be cleaned.

Transport speed  

Max. transport speed  30 m/min
 If v > 30 m/min, some particles may remain in recesses.

Dimensions  

Min. panel length Lmin= 300 mm  
Panel width Pmax Pmax = Nominal width A-160 
Distance Tornado Channel to surface TCD = 2.5 mm

Technical information is subject to changes.

Technical data
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