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- DEKOR-DRUcKMASCHINE DRUMA

MASCHINENAUSFUHRUNG

Separate, stufenlos regelbare Direktantriebe in Servotechnik fiir
Gravurzylinder, Druckwalze, Gegendruckwalze und Bandtransport
Gravurzylinderanstellung liber Pneumatikzylinder fiir gleichmaRigen
AnpreRdruck

Durchgehender Bandtransport auch zum Transport von Kleinteilen
Ausfahrbar auf Spezialfahrwerk. Mittels pneumatischer Zentriervorrichtung
in Arbeitsposition fixiert

Bedienelemente Nicht-Ex in ergonomisch tibersichtlichem Bedientableau

ENTSCHEIDENDE VORTEILE

Modulares Maschinenkonzept fiir Ein- und Mehrfarbendruck.
Synchronisation ohne Kénigswelle

Durchgehender Bandtransport

Hochmodernes Antriebs und Steuerungskonzept
Arbeitsbreiten von 1300 bis 2300 mm

Arbeitsbreiten 1300
Gummierte Druckwalze Durchmesser 400
Gravurzylinder Durchmesser 414
Werkstiickdicken ' ) 3-100
Vorschubgescthdigkeit 10-50
Arbeitshéhe tiber Flur ca. 900
Anschlulleistung 12
Betriebsspannung 400V /50 Hz
Bedienungsseiterechts (right)

'GRAIN PRINTING MACHINE DRUMA

DESIGN OF THE MACHINE

Separat, stepplessly adjustable Servo-Drives for engraved printing cylinder,
transfer roller, counter-roller, and belt transport

Pressing of printing cylinder against transfer roller by means of pneumatic
cylinder for even pressure build up

Conveyor belt for safe transport of small and profiled work pieces

Machine being mobile on high precision rail systemocked in working
position by means of a pneumatic cylinder

Controls not explosion-proof installed in ergonomically designed panel

DEcisiVE ADVANTAGES

1600
400
414
3-100
10-50
900

Modular machine concept for single and multi-colour printing.
Machine synchronisation without mechanical, central steel shaft
Continuous conveyor belt

State of the art control and drive concept

Working width ranging from 1300 mm to 2300 mm

2300 mm Working width
400 mMm Rubber covered transfer roller dia.
414 mm Engraved printing roller dia.
3-100 mm Workpiece thickness
16-50 m/min Feed speed
1100 mm Working height above floor level
18 kW Power requirement

Operating voltage

Operating side

auf Wunsch links (optional left)

SICHERHEITSEINRICHTUNG GEMASS CE / SAFETY DEVICES AS PER CE
TECHN. ANDERUNGEN VORBEHALTEN
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