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cepilladora combinada B-21$
de 25 250 _imy/m.

\ sl

"‘ARACTERISTIGAS TEQI\.ICuE»

Se sirve en dos s versmn,es
Trifasica 220/380 V.-
Monofasica 220 Vi__=——:

MIOTOR CERILL

Potencia 3 H.P. N — —\
EJE CUCHILLAS w/

3 cuchillas colocadas au

MESA DE CERILLAR —
Dimensiones 1.365 m/m. deia/ 254} r\llm de ancho.
Desplazamiento por sistema de palanca:

Blocaje manual de la mesa med@e palanga.
GUIA DE CERILLAR

Inclinable a 452 \/ C{X
MOTOR SIERRA \ o
Potencia 2 H.P. E"ﬁ

MESA ASERRAR P
Dimensiones 700 m/m. de ancho y 420 m> &
Admite sierras circulares hasta 250 m/m. de di&mé

Blocaje del eje mediante punzén introducido an%fecnal
Eje para sierras de 30 m/m. de agujero. ‘@

%

nnte R.P.M. 5.000.

Protector para la sierra circular,

DISPOSITIVO ESPECIAL PARA ASEF!RAR
Dimensiones: 200 m/m de ancho y 400 m/r(n de larg
para asserrar inclinable hasta 45° Con prensor de
tope para regular el largo.

Este dispositivo se sirve bajo demanda.
GUIA DE ASERRAR

Inclinable a 45°.

Muy practica de sacar para aserrar aglomerados.
GUIA AL SESGO

Inclinable a 452

DISPOSITIVO PARA TALADRAR

Accionado mediante palanca vertical muy practica.
Desplazamientos vertical, horizontal y longitudinal sobre
rodamientos. Provisto de topes en todos sus movimientos.
PORTABROCAS

Admite brocas hasta 21 m/m

ACCESORIOS

Llaves de servicio y graduador cuchillas.

FESD APROKIVIADO DE LA MAGUINA

220 Kg.

¥OTA: El constructor se reserva el derecho de introducir
mejoras en la maquina.

combined planing machine B-21$
of 250 m/m.

TECHNICAL CHARACTERISTICS

It is manufactured in two versions

Triphasic 220/380 V.

And Monophasic 220 V.

MOTOR:

Engine power 3 H.P.

KNIVES SHAFT

3 Knives automatically fitted. 5000 R.P.M.
PLAMING TABLE

Table: 1.365 mm long and 260 mm wide.
Displacement by means of lever system.
Hand-blockage of the table through lever,
PLANING GUIDE

Tiltable to 45°. '

MOTOR

Engine power 2 H.P.

SAW TABLE

Dimensions: 700 mm. wide and 420 mm. long

It accomodates circular saws up to 250 mm. diameter.
Shaft blockage through punch fitted in special slot.
Saw shaft with 30 mm. hole.

Protector for the circular saw.

SPECIAL SAWING DEVICE

Dimensions: 200 mm. wide, 400 mm. long.

With tilting sawing guide up to 45°.

Wiht wood pressing-device and length control stop.
his device is only delivered upon request.

ps in all its movements.
ER

It acco ates-4 I\Ns. up to 21 mm.

FITTIN

APROXIM
220 Kg.

liIME WEIGT

NOTE: The man 'ia@t‘%?\eserves the right of embodying

modifications in the r@hine in order to improve it.

SABADELL
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