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With o single positioning
operolion of the unit,
horizontol ond verficol
ossembly boring con be
conied out,

By meons of o rototiong
unit, ó different boring
depths con be
progrommed.

Boring the shelf edges is

mode porticulorly eosy by
two loterol reference pins
which permit repetitive
boring without requiring o
new setting up operotion
ond without long ond bulky
reference fences.

MB2I
VERSION WTH OUICK
CHANGE ADAPTORS



TECHNICAL SPECIFICATIONS

Centre distonce between spindles 32 mm

28OO r.p,m.

70 mm

70 mm

3 + l2O mm

3HP

ó Bor

9Nt

84O mm

39O Kg.

42O Kg.

lóOOx'ìOOOxl2OO mm

l8óOxl OOOx'l2OO mm

Spindles rototion speed

mox, boring depth

Boring speed ojustment

Heod movement

Motor power

Working pressure o! pnegmotic system

Air consumptio¡ per cylce

Height of working toble

Net weight MB2l

Net weight MB29

Overoll dimensions M82'l

Overoll dimensions MB29

tnd Spec o ¡equ r€menls ol the Countries lo which the r ochiñes or@ lc bo supÊ,liod

SCM INTERNATIONAL spo
Vio Cosole. 384 47O4O Viilo Verucchio Rìmini
Iet. o54t/ 67 7 C61 -67 7 27 2 Tetex 55()t42

ltoly


