WADKIN CP32 SLIDING TABLE PANEL SAW

WADKIN FACTORY REMANUFACTURED CP32 SLIDING TABLE
PANEL SAW

e Panel Size, Maximum 3200 x 3200 mm (125 x 125 in) e
Sliding Table Size 400 x 3200 mm (15 34 x125 in) e Fixed
Table Size 744 x 1067 mm (29 x 42 in) e Maximum
Diameter of Saw 400 mm (15 34 in) e Maximum
Recommended Diameter of Saw (When Scoring) 300 mm
(12 in) e Maximum Saw Projection 125 mm (5in) e
Diameter of Scoring Saw 105 mm (4 1/8 in)  Power of
Motor 4 kW (5.5 hp) e Power of Scoring Saw Motor 0.55 kW
(0.75 hp) * Spindle Speeds, Main Saw 3000, 4500, 6000
rev/min e Scoring Saw 8500 rev/min e Net Weight 630kg
(1385 |b) » 12 Month Warranty e Compliance with PUWER
98 Regulations e Unique ‘Easy Glide’ Sliding Table System
with Quick Change Ground Bars ¢ Rip Fence & Crosscut
Fence to Prevent Marking of Melamine Panels ¢ Independent
Scoring Saw Unit with External horizontal and Vertical
Adjustments e Adjustable Outer Support Table and Swinging
Arm e Dual Position Crosscut Fence with Angle Facility and
Two Turnover Stops e Ball Bearing Mounted Rip Fence with
Adjustable Fence Plate o Metal Extension Table and Rip
Fence Bar to give 1250mm Capacity Saw to Rip Fence e
300mm Diameter 72 Tooth TCT Panel Sawblade ¢ 120mm
Diameter TCT Split Scoring Sawblade o Lockable Isolator e
Overhead Crown Guard with Extraction Outlet o 4.0kW
(5.5hp) Three Phase Motor e Under Table Saw Guard e
Operating Manual e Service Spanners
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