
THROUGHFEED 

PLANERS 

AND 

PLANER 

MOULDERS 

www.w
ad

kin
.co

m 

inf
o@

wad
kin

.co
m



FASTER SET-UP TIME FOR G 

The Wadkin K Tarlge oJ six head moulders have a fast changeover 

capability, greater output and offer outstanding value for money. 

The K Rallge has as impressive array of sta"dard features alld is 

designed for safety and ease of operation. All controls are cOllven;elltly 

located in·line 011 tlte front panel 10 enable fine adjustments to be made 

without having to SlOp the moulder. Super precision spindles deliver the 

highest quality surface finish and a heavy duty cast iron frame makes 

light work of heavy jobs. 

The range includes two standard models, the Kl3 and K2S. They are six 

head moulders with two lOp heads and offer a choice oj finished width 

capacities 0/: 230 mm (K23). 250 mm (K25). 

The standard machine comes with a 2 metre i,l/eed table for accurate 

slraightening of limber with all optiollal short illfeed table for 

sawmillillg alld strip moulding applications. 

DESIGN HIGHLIGHTS 

• Mechanical digital read-outs for 

quick set-up of the chipbreaker and 

of pad pressure positions. 

• 6O,~t to the vertical 

s~ more than one 

profiling tool to be stacked. 

• Radius off-set counters to near side 

and top heads. 

• Simultaneous locking and unlocking 

axial movements. 

lId/u ...... , of all profiling spindles 

horizontally and vertically. 

• Two speed motorised positioning 

of the beam and top heads 

allowing rapid traverse and then 

fine positioning to an accuracy 

of ± 0.05 mm. 

• Through-hardened steel bedplates 

• Shaft and gear drive to all spindle 

movements 

• Centralised lubrication 
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REA TE R O UTP UT 

Pneu-natkally activated locking system 

10 aD s.pino:Ie a>oa.I rl'lCM!fT\ents. 

K 25 - Short iofeed table with unique 

feed 'mp' roller system. 

STANDA RD S IX H EA D MOULDE R 
WI TH TWO TO P H EA DS 

I 
A ~ pneumatic dstch for drs­

engaging Of' engaging the top heads from 
the beam n<;e and fall medlanisrn 

'-=-=-Q) .... 

FULL SOLID 
CAST IRON 
CONSTRUCTION 

Adjlmable bedplales at rente and near 
side head posrttons gIVing greater control 

of the tJmbef- at the poIIll of CUlling. 

Stacked tool facdlty on the side 

heads (guard.ng removed for 

clarity). 
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Wadkin North America 

Tel: + I 336 6651907 

Fax: + I 336 6650576 

E_mail: usa@wadkin.com 

\ 

Standard 
Optional 
Standard 
Optional 

As our polky;s conswntly la improve design. the delGils giyen in this 
leaflet are nOf to be regarded as binding. Certain models iIIus/rOle4 
ore of CE specifICation. Please ask yOOf local Wadkin office or 
representative (or dew!i, of spe<i(kolions IQ suit your area 

Cerlaj" j«uSlrotions shCIW guarding removed (or clarity. 

Wadkin Australia 

lel: +61 (Q) 7 38901244 

Fax: +61 (Q) 7 38901992 

E-mail: australia@wadkin.com 

WadkinAsia 

Tel: +60 (0) 3 73347 11 

Fax: +60 (Q) 3 7334702 

E-m'ail: asia@wadkin.com 

Web Site: www.wadkin.com 

5.5 kW (7.5 hp) 
up to IS kW (20 hp) 
11 kW( 15hp) 
up to 15 kW (20 hp) 

Wadkin Ltd. 

Green Lane Road 

Leicester LE5 4PF. England 

Tel: +44 (0) 11 6 27691 11 

Fax: +44 (0) 11 6 2744567 

E-mail: info@wadkin.com 
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