Fine-Cutting Circular Saw
in Standard Design

Hofer FS 300 with 3050 mm length of cut
Héfer FS 350 with 3500 mm length of cut
Hoéfer FS 400 with 4000 mm length of cut

For joint-tight and splinter-free cut of veneers,
plastic boards, chipboards and fiberboards.
Also outstanding suitable for cutting light-metal,
nonferrous metal and plexiglass.

In standard design clamping of work piece is effectuated
by means of a handwheel and threaded spindles.

The cutting motion is effectuated
by moving the saw unit by hand.
Standard machines may additional
be equipped with the complete
special accessories.

Accessories:

1 Fine-cutting saw blade 160 ¢
1 Spanner 19/22

1 Mandrel

5 Dirt stripper

4 Consoles for supporting-table

Technical Data: FS 300 FS350 FS 400

Height of cutting 45 mm 45 mm 45 mm
Cutting speed 75m/s 75m/s 75 m/s
Three-phase current motor 3 HP 3 HP 3 HP

Weight 340 kg 375 kg 420 kg

Space required 1200X  1200X  1200X
3500 mm 4000 mm 4500 mm

Ing. Gerhardt Hofer




"
Nachfriisaggregat

mit Hochleistungs-Fligekopf,
125 ¢, 30 @, 50 mm,
hohenverstellbar,
eingebautem Axialgeblase,
Drehstrommotor, 1,5 PS,

mit Schalter,

Flihrungsschienen-
verlangerung

SONDERAUSRUSTUNGEN
ZUR FS-STANDARD

Mechanischer Vorschub, besonders zu
empfehlen fiir das Schneiden
sperriger Platten. In Verbindung
mit dem m. V. wird das Spannrad
seitlich angeordnet.
Absaugkanal fiir AnschluB an Zentralabsaugung.

Absaugkanal mit Exhaustor und Staubsack.

Nachfrasaggregat mit linker Schienenverlangerung.

tisch mit Winkel- und Parallelanschlag
ROnd 2000 mm vt
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