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High Performance Machine with optional Jointer  Device

Do you need more performance power for your industrial operation purposes? 

Then our KUPER SWT HL is the proper machine for you. With feed speeds up to  

80 m/min. and the impressive spindle motor power up to 37 kW this is the most 

powerful machine in our SWT-Family. This high performance machine is reliable 

and durable. In addition it offers numerous individual options. We propose you to 

optimize your operating procedure with the powerful KUPER SWT HL.

KUPER SWT HL – the most powerful machine of the SWT-Family

Technical data

Basic equipment Options

Working width 15 – 230 mm 10 – 400 mm

Working height 10 – 150 mm 5 – 230 mm

Feed speed 6 – 36 m/min. 2 – 80 m/min.

Axial adjustment path horizontal spindle 40 mm, vertical spindle 80 mm horizontal spindle 60 mm, vertical spindle 100 mm

Spindle arrangement 1 – 10 spindles                                     1 – 10 spindles                                       

Spindle power rating 7.5 kW bottom up to 37 kW, right and left up to 15 kW, top up to 22 kW

Universal spindle 7.5 kW up to 11 kW

Spindle rotational speed 6,000 rpm 2,000 – 9,000 rpm

Saw spindle 11 kW up to 45 kW

Spindle diameter 40 mm 50 mm

Tool diameter first bottom spindle 125 – 180 mm, vertical 125 – 232 mm, horizontal 125 – 225 mm bottom up to 250 mm

Profile-groove depth up to 20 mm up to 35 mm


