Leaflet No. 1280/1

08 RANGE OF WIDE BELT
SANDING MAGHINES

DOUBLE BF
MODEL ¥!/LE

The double belt machines are offered in four
working widths 600, 900, 1100, and
1300mm. Two types are available.

Type RR with double contact roll. =
This machine is particularly suitable for Technical Data

thicknessing and planing on joinery sections M iing heighit
and panel materials., Min

rking h
Type RT with contact roll and pad. i:\angr.h r;~f 's:arldmg
This machine has the facility for both Standard Teed speeds
thicknessing and fine finishing. Belt speed

For further details see back page



SINGLE BFLT
MODEL 1¥/10

The single belt machines are offered in three
working widths 900, 1100, and 1300mm.
Two types are available.

Type R with contact roll for use on joinery

sections and also for sizing of panel materials.

Type T with contact pad specifically for
finishing work.

Technical Data




BOTTUM DNGYLc
BELT MODtL WL

The bottom belt machines are offered in three
working widths 900, 1100, and 1300mm.

These machines are generally used in TypeRR

automated lines where a constant feed height is .
required or in conjunction with an existing top Technical Data
sander.

Maximum working height

Type RR with double contact rolls. Minimum working height

Faster thicknessing rate from two rollers. Length of sanding belt

Standard feed speeds
Type RT with contact roll and pad. Belt speed
Light thicknessing followed by finishing. For further details see back page.




TRIPLE BT
MODEL W/iC

The triple belt machines are only
offered in 1100mm working width.
Two types are available.

Type RRR with triple contact roll.
This machine is particularly suitable
for thicknessing and planing on joinery
sections and panel materials.

Type RTT with contact roll and
double pad.

This machine has the facility for both
thicknessing and fine finishing.

Type RRR

Technical Data

Maximum working height
Minimum work

Length of sanding
Standard feed spe

Belt speed

For further details see back page.




o[ANDARD FEATURES

All Wadkin sanding machines are equipped with the following
standard features included in the basic machine price:

Emergency hydraulic braking with automatic and manual
control on all sanding belts for extra safety and to avoid
damage to the machine.

Automatic star-delta starting.

Automatic ‘air-jet’ tracking for sanding belt gives
longer belt life.

Powered rise and fall to table for spe
various working thicknesses.

Digital readout for table height wisfgj i
handwheel ensures exact calibrat -@ panels and
solid material.

Pressure switch to prevent opdgatiom of machine if air
is too low and to stop machin omaticall
pressure drops during tiog,

Fixed table for ag r icknessing withfnsta
changeover tp fl N ble for finish san® f veneers
Is.

and similar

pressure @
requir :

di %ds and

A ndicate an
mogor: ome overloa
peed feed
alternative sandin

ariable feed speed unit 6-30m/min
Extra horse-power sanding motors
Panel cleaning brush
Belt cleaning blowers
Electrical table positioner
Vacuum table for thin components
Electro-pneumatic anti-dubbing unit
Automatic electronic sensor (special purpose only)
Two-speed sanding motors

As our policy is constantly to improve the design
of woodworking machinery throughout the Wadkin Group ranges,
the details given in this leaflet are not to be regarded as binding.




TECHNIGAL DATA

TYPE

SINGLE BELT MACHINES

DOUBLE ROLL MACHINES

ROLL AND PAD MACHINES

TRIPLE BELT
MACHINE

MODEL

LC- LC- LC- LC-
R1300 | TS00 | T1100 | T1300

LC- LC- LI- LI-
RR1100 | RR1300 | RRS00 | RR1100

LC- LC- LI-
RT1100 | RT1300 | RT900

LI LI LC- LC-
RT1100 | RT1300§ RRR1100| RTT1100

STANDARD FEATURES

Maximum working width

Maximum working height

Minimum working height

Width of sanding belt

Length of sanding belt

Contact roll moter

Contact pad motor

Feed motor

Table rise-and-fall motor

Feed speeds

Dust exhaust requirement

Compressed air requirement

Approximate net weight

OPTIONAL EXTRAS

Variable feed speeds 6-30 m/min

Extra horse-power main motors

Panel cleaning brush motor 1hp

Belt cleaning blowers

Electronic table positioner

Vacuum table

Anti-dubbing unit

Automatic anti-dubbing sensor

Two-speed motors

Manufactured for Wadkin Ltd. by Stemac, Italy
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